
PRODUCT SPECIFICATION
CUSTOMER SELECTION

Marko Stainless & Aluminium | (02) 4956 8968 | sales@markostainless.com.au www.markostainless.com.au

MARKO-DIRTY-UTILITY-SPEC | Rev R02 | 
Confirm the selected configuration before manufacture.

Dirty Utility Bench
A stainless steel worktop combining a rectangular bowl and a conical flushing rim bowl on a
supporting frame. Tell us how the bench will be used so we can confirm the layout, fittings and
service connections.

Construction and Configuration

Item Selection and Specification

Dimensions Made to order. Confirm length, depth and finished working height.

Material grade 304 stainless steel; 316 available on request.

Finish Confirm the required finish with your quotation.

Layout Rectangular bowl and conical flushing rim bowl; confirm left or right
positions when viewed from the front.

Splashback 300 mm high for dirty utility benches.

Frame 32 x 32 mm SHS legs and frame, with adjustable feet.

Top profile Confirm wet lip and finished edge profile with the selected layout.

Bowl selection Confirm rectangular bowl size, depth, position and outlet before ordering.

Custom Sizes and Options
Can't find the size or arrangement you need? Send us a dimensioned sketch and we will help
work through the options. The quotation and approved project drawing define the configuration
supplied.

Supply Scope
Confirm the bench, bowls and accessories in the quotation. Tapware, wastes, traps, flushing
controls and site plumbing must be itemised if required; do not assume they are included.
The selected stainless grade applies to the fabricated bench. Bought-in fittings and feet retain
their own specified materials.
Images are for visual reference only. Actual products may vary in size, finish and details. This
sheet is for product selection and is not a fabrication or installation drawing.
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Dirty Utility Bench
NOT TO SCALE | Dimensions in mm where shown | Confirm the selected configuration with Marko.
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Reference configuration from the existing product drawing; dimensions apply to this example only.
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Dimensions and Ordering
All dimensions in mm. Identify the front of the bench on your sketch.

Your Configuration

Selection Details to Provide

Quantity and size Quantity: Length: Depth: Height: ____ ____ ____ ____

Material and finish 304 / 316; selected surface finish: __________________

Top profile Edge profile; splashback height and end returns

Openings and fittings Bowl positions; tap holes; flushing control and inlet orientation

Frame and storage Confirm frame layout and clear access to plumbing

Site requirements Access constraints; water and waste service positions

What to Consider
Provide room layout, bowl positions, splashback end returns, proposed tapware and flushing
controls. Mark the water and waste service locations and any equipment beneath the bench.

How to Specify
Marko Stainless & Aluminium dirty utility bench, made to the confirmed project dimensions, in
the selected 304 or 316 stainless steel grade and finish, with the configuration and fittings
itemised in the quotation. Refer to the approved project drawing for dimensions, openings,
supports and connections.

Confirm With Your Quotation
• Rectangular bowl model, dimensions and outlet
• Flushing inlet size, orientation, controls and service requirements
• Whether wastes, traps, tapware and accessories are included
• Final wet lip, top thickness and support construction
Send your requirements to sales@markostainless.com.au or call (02) 4956 8968.
For cleaning, warranty or installation requirements, ask Marko for advice specific to the supplied
assembly. Plumbing and installation details must be checked for the selected configuration
before work begins.
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